




2020 2021

DP  :  Display Port

LUC: Luminance Uniformity Control

SBC: Stable Brightness Control

DAC: Digital Ambient Control!

MX50N

5MP 21.3” Mono

1200cd/m2,14-bit LUT 

DVI,DP,IQ-Sensor®

LUC,SBC,DAC,

PrivateLite® ,ECO

Clear/Blue-Base

LED

MX50T

Tomosynthesis
5MP 21.3” Mono 

2000cd/m2,14-bit LUT 

DVI,DP,IQ-Sensor®

LUC,SBC,DAC

PrivateLite® , ECO

Clear/Blue-Base

LED

IQ-Sensor3 / New Cabinet

MX30N

3MP 21.3” Mono

2000cd/m2,14-bit LUT 

DVI,DP,IQ-Sensor®

LUC,SBC,DAC,

PrivateLite® ,ECO

LED



DP  :  Display Port

LUC: Luminance Uniformity Control

SBC: Stable Brightness Control

DAC: Digital Ambient Control!

CX30N

3MP 21.3” Color

1000cd/m2,14-bit LUT 

DVI,DP,IQ-Sensor®

LUC,SBC,DAC,ECO

LED

CX50N

5MP 21.3” Color 

1100cd/m2,14-bit LUT 

DVI,DP,IQ-Sensor®

LUC,SBC,DAC,ECO

LED

IQ-Sensor3 / New Cabinet

CX20N

2MP 21.3” Color

1000cd/m2,14-bit LUT 

DVI,DP,IQ-Sensor®

LUC,SBC,DAC,ECO

LED

2020 2021



CW60N
6MP 30” Color 

1300cd/m2/14-bit LUT

IQ-Sensor®

DP,USBs,PrivateLite® , 

LUC,SBC,DAC

Human Detector, Ambient Light Box

Hybrid Gamma/Separated UI(OSD)

Self DICOM Calibration 

Self DICOM Conformance

New Design

CW120N
12MP 31” Color 

1200cd/m2/14-bit LUT

IQ-Sensor®

DP,USBs,PrivateLite® , 

LUC,SBC,DAC

Human Detector, Ambient Light Box

Hybrid Gamma/Separated UI(OSD)

Self DICOM Calibration 

Self DICOM Conformance

New Design

DP  :  Display Port

LUC: Luminance Uniformity Control

SBC: Stable Brightness Control

DAC: Digital Ambient Control!



MX10p
1MP 19” Mono 

1400cd/m2/10-bit

MX10p

CX10N

1MP 19” Color 

300cd/m2/LED

/touchscreen option

CX10N

CL24N
2MP 24” Color 

400cd/m2/LED

Front Sensor/SBC Sensor/Ambient Sensor

Human Detector/FDA 510K

Self DICOM Conformance

New Design













IQ-Sensor 3rd USB Ambient Sensor

Private Light

Function Key



P-Series X-Series B Company

66mm

40mm

Neo

65mm

100mm 84mm

45mm

93.2mm



✔

✔

✔

0~60  / 1024 steps



Clear Base Blue Base

✔

✔

✔








